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1.

A manufacturer of OSB boarding has significant
carryback issues on their conveyor return belts. 

This was caused by fine wood dust sticking to the
belt in the process of turning wood shavings into
bonded board products. 

The fine dust causes airborne dust and a large
amount of spillage under the conveyor lines, which
results in constant, manual cleaning resources
required to remove fugitive material.

The Problem

Material clogs around return rollers, causing belt
tracking issues and premature belt wear on edges. 

Dust covering safety pull chords and e-stops
makes them more difficult to locate and use

Piles of wood dust under conveyors that require
physical cleaning resources to clear. Most of the
time, access is a manual operation which increases
the operating costs and affects the morale of the
site teams

The tail drum becomes inundated with material
requiring regular digging out

Frequent blockages especially when conditions
change and moisture content increases.

Material Carryback Issues

If material is allowed to build up on the conveyor
belt surface, it leads to carryback and spillage,
which causes extra wear and tear on the rollers,
drum, and other parts of the system. 

This increases maintenance and cleaning costs,
shortens the life of the conveyor system, poses a
health and safety risk and causes more shutdowns. 
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A stainless-steel construction that auto-adjusts as the

brush wears to maintain constant effective cleaning

contact with the belt

IP67-rated motor & gearboxes designed for harsh

environments

Solid stainless-steel key-way shaft for long service life

Available from 300mm to 4000mm wide belt widths

A range of cleaning brush diameters from 200mm O/D to

600mm O/D means that cleated belts up to 150mm in

height are still cleaned effectively

Segmental brush segments for quick and easy changes

with hard-wearing compositions unique to Hoverdale

Minimum maintenance needed between brush changes

Excellent in dealing with fine material stuck to the belt

Works equally well on worn or new condition belts.

The Hoverdale Motorised Brush System is the ideal solution
to tackle these challenges. The Motorised Brush
specification includes;

The Hoverdale Solution

Carryback was eliminated, and the system avoided
blockages
The return belt and rollers are kept clean and free of
material
No cleaning resource is required to remove material from
the facility is kept clean and free of material
Significant reduction in fugitive dust providing a safer
working environment 
Reduced time and increased uptime
The clients can better maintain stable production
Reduce premature wear of conveyor belts and rollers,
which reduce ongoing costs
Minimal maintenance is required
Rapid ROI. 

The Results and Benefits
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Hoverdale is a world-class provider of hard metals and
wear-resistant products, conveyor belt products and
equipment. We keep waste recycling, biofuel, power
generation, wastewater treatment, sea aggregates,
vinyl, food, mining, tunnelling and glass plants moving,
maximising the total cost of ownership of any bulk
handling environment.

By reducing spillage and carryback,
we typically reduce customers'
cleaning costs by 80-90% - What
would that equate to for you?

Book a site visit now! The savings will
more than pay for your time or your
money back.

"Hoverdale are one of the industry's great
teams! 

Whether it be emergency call-outs, designed
retrofits, complete new design initiatives and
installs, ongoing preventative maintenance and
subsequent corrective maintenance. 

Their motorised brush cleaners fitted to several
of our conveying lines have demonstrated a real
benefit in preventing carryback and spillage."

Matt
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Keep materials flowing out and money flowing in.
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